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vests,” and ‘‘fishing vests,” approved
in accordance with §160.064 in sub-
chapter Q of this chapter, or other
standard specified by the Commandant,
may be carried as additional equip-
ment.

(c) Buoyant work vests approved in
accordance with §160.0563 in subchapter
Q of this chapter, or other standard
specified by the Commandant, may be
carried as additional equipment for use
of persons working near or over the
water.

(d) Commercial hybrid personal flota-
tion devices (PFD) approved in accord-
ance with §160.077 in subchapter Q of
this chapter, or other standard speci-
fied by the Commandant, may be car-
ried as additional equipment for use of
persons working mnear or over the
water. BEach commercial hybrid PFD
must be:

(1) Used, stowed, and maintained in
accordance with the procedures set out
in the manual required for these de-
vices under §160.077-29 in subchapter Q
of this chapter and any limitation(s)
marked on them; and

(2) Of the same or smaller design and
have the same method of operation as
each other hybrid PFD carried on
board.

§117.75 Life jacket lights.

(a) Each life jacket carried on a ves-
sel on an oceans, coastwise, or Great
Lakes route, must have a life jacket
light approved in accordance with Sub-
part 161.012 of this chapter. Each life
jacket light must be securely attached
to the front shoulder area of the life
jacket.

(b) Notwithstanding the require-
ments of paragraph (a) of this section,
life jacket lights are not required for
life jackets on:

(1) Ferries; and

(2) Vessels with Certificates of In-
spection endorsed only for routes that
do not extend more than 20 miles from
a harbor of safe refuge.

§117.78 Stowage of life jackets.

(a) General. Unless otherwise stated
in this section, life jackets must be
stored in convenient places distributed
throughout accommodation spaces.

(1) Each stowage container for life
jackets must not be capable of being
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locked. If practicable, the container
must be designed to allow the life jack-
ets to float free.

(2) Each life jacket kept in a stowage
container must be readily available.

(3) Each life jacket stowed overhead
must be supported in a manner that al-
lows quick release for distribution.

(4) If life jackets are stowed more
than 2,130 millimeters (7 feet) above
the deck, a means for quick release
must be provided and must be capable
of operation by a person standing on
the deck.

(5) Bach child size life jacket must be
stowed in a location that is appro-
priately marked and separated from
adult life jackets so the child size life
jackets are not mistaken for adult life
jackets.

(b) Additional personal flotation de-
vices. The stowage locations of the per-
sonal flotation devices carried in addi-
tion to life jackets under §117.72 must
be separate from the life jackets, and
such as not to be easily confused with
that of the life jackets.

Subpart D—Survival Craft
Arrangements and Equipment

§117.130 Stowage of survival craft.

(a) BEach survival craft must be:

(1) Secured to the vessel by a painter
with a float-free link permanently at-
tached to the vessel except that a
float-free link is not required if the
vessel operates only on waters not as
deep as the length of the painter;

(2) Stowed so that when the vessel
sinks the survival craft floats free and,
if inflatable, inflates automatically;

(3) Stowed in a position that is read-
ily accessible to crew members for
launching, or else provided with a re-
motely operated device that releases
the survival craft into launching posi-
tion or into the water;

(4) Stowed in a way that permits
manual release from its securing ar-
rangements;

(5) Ready for immediate use so that
crew members can carry out prepara-
tions for embarkation and launching in
less than 5 minutes;

(6) Provided with means to prevent
shifting;
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(7) Stowed in a way that neither the
survival craft nor its stowage arrange-
ments will interfere with the embar-
kation and operation of any other sur-
vival craft at any other launching sta-
tion;

(8) Stowed in a way that any protec-
tive covers will not interfere with
launching and embarkation;

(9) Fully equipped as required under
this part; and

(10) Stowed, as far as practicable, in
a position sheltered from breaking seas
and protected from damage by fire.

(b) A hydrostatic release unit when
used in a float-free arrangement must
be approved under approval series
160.062 or 160.162 or a standard specified
by the Commandant.

(c) A mechanical, manually operated
device to assist in launching a survival
craft must be provided if:

(1) The survival craft weighs more
than 90.7 kilograms (200 pounds); and

(2) The survival craft requires lifting
more than 300 vertical millimeters (one
vertical foot) to be launched.

[CGD 85-080, 61 FR 911, Jan. 10, 1996, as
amended by CGD 97-057, 62 FR 51047, Sept. 30,
1997; CGD 85-080, 62 FR 51350, Sept. 30, 1997; 62
FR 64305, Dec. 5, 1997]

§117.137 Stowage of life floats and
buoyant apparatus.

(a) In addition to meeting §117.130,
each life float and buoyant apparatus
must be stowed as required under this
section.

(b) The float-free link required by
§117.130(a)(1) must be:

(1) Certified to meet §160.073 in sub-
chapter Q of this chapter, or other
standard specified by the Commandant:

(2) Of proper strength for the size of
the life float or buoyant apparatus as
indicated on its identification tag; and

(3) Secured to the painter at one end
and to the vessel on the other end.

(c) The means used to attach the
float-free link to the vessel must:

(1) Have a breaking strength of at
least the breaking strength of the
painter;

(2) If synthetic, be of a dark color or
of a type certified to be resistant to de-
terioration from ultraviolent light; and

(3) If metal, be corrosion resistant.

(d) If the life float or buoyant appa-
ratus does not have a painter attach-
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ment fitting, a means for attaching the
painter must be provided by a wire or
line which:

(1) Encircles the body of the device;

(2) Will not slip off;

(3) Has a breaking strength that is at
least the strength of the painter; and

(4) If synthetic, is of a dark color or
is of a type certified to be resistant to
deterioration from ultraviolet light.

(e) If the vessel carries more than the
one life float or buoyant apparatus in a
group with each group secured by a sin-
gle painter:

(1) The combined weight of each
group of life floats and buoyant appa-
ratus must not exceed 181 kilograms
(400 pounds);

(2) Each group of life floats and buoy-
ant apparatus is considered a single
survival craft for the purposes of
§117.130(c) of this part;

(3) Each life float and buoyant appa-
ratus must be individually attached to
the painter by a line meeting
§117.175(e)(3)(ii), (iii), and (iv) of this
part and long enough that each life
float or buoyant apparatus can float
without contacting any other life float
or buoyant apparatus in the group; and

(4) The strength of the float-free link
under paragraph (b)(2) of this section
and the strength of the painter under
§117.175(e)(3)(i1) of this part must be de-
termined by the combined capacity of
the group of life floats and buoyant ap-
paratus.

(f) Life floats and buoyant apparatus
must not be stowed in tiers more than
1,220 millimeters (4 feet) high. When
stowed in tiers, the separate units
must be kept apart by spacers.

§117.150 Survival craft embarkation
arrangements.

(a) A launching appliance approved
under approval series 160.163 or a ma-
rine evacuation system approved under
approval series 160.175 must be provided
for each inflatable liferaft and inflat-
able buoyant apparatus when either—

(1) The embarkation station for the
survival craft is on a deck more than
4.5 meters (15 feet) above the waterline;
or

(2) The inflatable liferaft or inflat-
able buoyant apparatus will be boarded
prior to being placed in the water.
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